INVERTORY MULTIFUNKCNI

PEGAS 160 MIG MAN
PEGAS 160 MIG SYN

G Svarovaci invertor pro svarovani metodou MMA, MIG/MAG a TIG

Technologie IGBT

Kompaktni, lehky, pfenosny

Digitalni nastavovani, skute¢né hodnoty A+V (MIG)
Synergické programy u PEGAS 160 MIG SYN
Vysoka kvalita MIG/IMAG, MMA, Lift ARC TIG
MAG svarovani samoochrannym dratem

Svafuje elektrodami do praméru 4,0 mm

% Inverter for MMA, MIG/MAG and TIG welding

IGBT technology

Compact, lightweight, portable

Digital control system, real-time display welding parameter

Synergic control welding current/voltage (mig) by PEGAS 160 MIG SYN
High performance multiprocess power source (MMA/MIG/MAG/LIft Tig)
MAG welding with self-shielding wire

Welds with electrodes up to diameter of 4,0 mm

Display - zobrazuje

nastaveny proud/napéti
Display - displays, set current / voltage — PEGAS 160 MIG SYN S

Kontrolka zapnuti - zelena LED
Power on indicator - Green LED
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Potenciometr nastaveni svar.proudu
Setting potentiometer of welding current.

Konektor EURO-pfipojeni hofaku MIG

MIG GUN Conneat Rizeni charakteristiky kFivky

Arc characteristics control.

Rychlospojky pro kabely/hofak
Twist lock dinse output terminal Supply cable / TIG torch . .
Potenciometr nastaveni
svar.napéti/Down slope/Arc force
Setting potentiometer of welding voltage/
Konektor horaku Down slope/Arc force

TIG torch connector

as prodejce/Your dealer:

ALFA N a.s., Nova Ves 74, 675 21 OkfiSky
Czech Republic, www.alfain.eu, info@alfain.eu
tel.: +420 568 840 009, fax.: +420 568 840 966




MULTIFACTION INVERTERS

Funkce / Features
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ONE-PHASE TIG MMA

230 VOLT
POWERED

INVERTER LIFT ARC MIG/MAG THERMAL AIRFORCED SPOTAND
PROTECTION COOLING  INTERVAL

WELDING

HOTSTART  ARCFORCE DOWN SLOPE

Informace pro objednani / Ordering Information
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KUKLA KABELY TIG HORAK  MIG HORAK RED.VENTIL SADA
Produkt / Product Obj. cislo / Part No Popis / Description
PEGAS 160 MIG MAN 5.0144 invertor, napajeci kabel, navod / Inverter, power cord, manual
PEGAS 160 MIG SYN 5.0145 invertor, napajeci kabel, ndvod / Inverter, power cord, manual
Rychlospojka / Quick connector 4314 Rychlospojka plyn Pegas 160 MIG/Quick connector Gas Pegas 160 MIG (in price of machine)
Kabely / Cables VM0253 Svar. kabely 2 x 3m 35-50 (zem. klesté+drzak elektrod)/Welding cables 2x3m 35-50(clamp-+stick)
Hofak TIG / Torch TIG 5.0155-1C Horak SR 17 4m PEGAS MIG s konektorem / Torch SR17 4m PEGAS MIG connector
Horak MIG/MAG / Torch MIG/MAG BD-14040 Horak ER 140 4m EURO / Torch ER 140 4m EURO
Hadice plynova / Hose Gas VM0321 Hadice plyn. 3m Pegas rychlospojka G1/4 opfedena / Hose Gas 3m Pegas quick connector G1/4
Kladka / Roll 5.0156 Kladka 0.6-0.8(1.0) Pegas 160 MIG / Roll 0.6-0.8(1.0) Pegas 160 MIG
Redukéni ventil / Hose Gas 3549 Ventil red.AR OXY MAXI PC 2 manometry / Valve Red.AR OXY MAXI PC 2 manometers
4341 Ventil red.AR MIDI-C M14G W21,8 x 1,14 / Valve Red.AR MIDI-C M14G W21,8 x 1,14
S777a Seda / gray
S777ac modra / blue
Kukla / Helmet S777af stfibro / silver Samostmivaci kukla ALFA IN / Light Reactive Welding Helmet ALFA IN
S777ag oher / flame
S777ah amerika / america
712.A011 Sada SR 1,6
Sada / Set 712.A012 Sada SR 2,4 Sada vybaveni SR17,18,26 / Set SR17,18,26
712.A013 Sada SR 3,2
400P216175 Elektroda 1.6x175
Elektrody / Elektrodes 400P224175 Elektroda 2.4x175 Elektroda wolf.2%Th / Elektrode wolf.2%Th
400P232175 Elektroda 3.2x175

DOPORUCUIJEME: saM00CHRANNY DRAT FILEUR NGT11 priim. 0,9mm

Svarovani bez potfeby ochranného plynu a redukéniho ventilu
Srovnatelnd kvalita svarového spoje jako u klasického dratu s ochranou

Drét samoochranny /
Wire Self Shielding

4326 Drat 0.9 NGT11 D200 samo-ochranny 5kg / Wire 0.9 NGT11 D200 Self Shielding 5kg spool

4327 Drét 0.9 NGT11 D200/1kg samo-ochranny / Wire 0.9 NGT11 D200/1kg Self Shielding

Technicka data / Technical data

CESKY ENGLISH Jednotky/Units Pegas 160 MIG

Metoda Method MIG/MAG MMA TIG
Sitové napéti Mains voltage V/Hz 1x230/50-60

Jisténi Mains protection A 16 deayed

Max. sitovy proud I, Max. input power I, A 25,9 33,3 22,1

Max. efektivni proud I, Max. effective current I A 14,2 18,2 12,1
Rozsah svar. proudu Welding current range ANV 25/15,3 - 160/22 10/20,4 - 160/26,4 10/10,4 - 160/16,4
Napéti naprazdno U, Open-circuit voltage U, \% 58

Svarovaci proud (DZ=100%) I, /U, Welding current (DC=100%) 1, /U, AV 90/18,5 90/23,6 90/13,6
Svafovaci proud (DZ=60%)/U, Welding current (DC=60%) L/U, ANV 115/19,8 115/24,6 115/14,6
Svafovaci proud (DZ=x%) L/U, Welding current (DC=x%) L,/U, ANV 30%=160/22 30%=160/26,4 30%=160/16,4
Uéinik cosp Power factor cos@ 0,83

Trida izolace Insulation class F

Kryti Protection P23

Normy Standards EN 60974-1

Rozméry (8 x d x v) generator Dimensions (w x | x h) generator mm 210x470x380

Hmotnost generator/kompakt Weight - compact/generator kg 11,5

HNO08-7
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