PLASMA

APC-IN 35, 45
APC 30-75

G Plasmové rezaci stroje

vysoka rychlost fezani

kvalitni fez s minimalni oblasti zmé&néné struktury materialu
mensi tepelné deformace fezaného materiélu

fezani prakticky jakéhokoliv elektricky vodivého materialu
nizké provozni naklady

% Plasma cutting machines

high cutting speed

high quality cut with minimal extent of altered material structure
lower thermal deformation of the cut material

cuts all electrically conductive materials

low operating costs
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ALFA N a.s., Nova Ves 74, 675 21 OkFisky
Czech Republic, www.alfain.eu, info@alfain.eu
tel.: +420 568 840 009, fax.: +420 568 840 966

as prodejce/Your dealer:




Informace pro objednani / Ordering Information
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Kod Nazev Name Poznamka

9.0002 APC-IN 35 (1x220 V) APC-IN 35 (1x220 V) invertorovy stroj / inverter cutting machine
9.0003 APC-IN 45 (3x400 V) APC-IN 45 (3x400 V) invertorovy stroj / inverter cutting machine
9.0001 APC 30-75 APC 30-75 odbockovy stroj / Secundary inverter (chopper) cutting machine
PA0167 Hofak S45 4m Plasma G1/4 s oddél. nap. Torch S45 4m Plasma G1/4 vybaveni APC-IN 35, 45 / equipment APC-IN 35,45
PA1404 Hofak A 81 6m ERGOCUT G1/4 Torch A 81 6m ERGOCUT G1/4 vybaveni APC 30-75 / equipment APC 30-75

V9030053 Kabel zemnici APC-IN 35,45 Earthing Cable APC-IN 35,45 k APC-IN 35,45 / Cable APC-IN 35,45

VM0013 Kabel zemnici ABC 155-180,APC Earthing Cable ABC 155-180,APC k APC 30-75 / Cable APC 30-75

2411 Filtr DV670 D 640 289 Filter DV670 D 640 289 Kk APC-IN 35,45, 30-75 / equipment APC-IN 35,45, 30-75
2416 Vlozka filtru DV 670-plasma Filter Inlet DV 670-plasma k APC-IN 35,45, 30-75 / equipment APC-IN 35,45, 30-75
PRO106 Elektroda dlouh S54, S45 Electrode Long S54, S45 vybaveni hofaku S45 / torch equipment S45

PRO105 Elektroda kréatka A53,554,545 Electrode Short A53,554,545 vybaveni hoféku S45 / torch equipment S45

PRO110 Elektroda S45 plasma Electrode S45 plasma vybaveni hofaku S45 / torch equipment S45

PE0106 Rozdélovat: vzduchu pro S54,30,S45 Diffuser pro 554,30,545 vybaveni hofaku S45 / torch equipment S45

PD0103-09 Tryska dlouhd S54, S45 Cutting Tip Long S54, $45 vybaveni hofaku S45 / torch equipment S45

PD0102-10 Tryska kratka S54, AS3, S45 Cutting Tip Short S54, A53, S45 vybaveni hofaku S45 / torch equipment S45

PD0116-08 Tryska dlouhd S45 Cutting Tip Long S45 vybaveni hofaku S45 / torch equipment S45

PCO116 Hubice venkovni S30, S45 Nozzle Retainig Cup S30, S45 vybaveni hofaku S45 / torch equipment S45

Cvo010 Pruzina vodici $45 Stand Off Guide S45 vybaveni hoféku S45 / torch equipment S45

CV0024 Vozik vodici - S45 Trolly Guide S45 vybaveni hofaku S45 / torch equipment S45

FHO560 Trubicka vzduchové pro krétkou elektrodu PRO109 Air tube for short electrode A80 plasma vybaveni hoféku A 81 / torch equipment A 81

PRO109 Elektroda A,P80 plasma Electrode A,P80 plasma vybaveni hofaku A 81 / torch equipment A 81

PE0107 Rozdé&lovat vzduchu P/80/A Diffuser P/80/A vybaveni hofaku A 81 / torch equipment A 81

PD105-10 Tryska plasmové P/80/A (S0A) Cutting Tip P/8O/A  (50A) vybaveni hofaku A 81 / torch equipment A 81

PD105-12 Tryska plasmova P/80/A (80A) Cutting Tip P/80/A  (80A) vybaveni hofaku A 81 / torch equipment A 81

PCO115 Hubice venkovni A80,553 Nozzle Retaining Cup A80,553 vybaveni hotéku A 81 / torch equipment A 81

CV0028 Pruzina vodici A81 Stand Off Guide A81 vybaveni hofaku A 81 / torch equipment A 81

CV0051 Vozik vodici - S54/S74/A81 Trolly Guide S54/S74/A81 vybaveni hofaku A 81 / torch equipment A 81

S777 Kukla samostmivaci ALFA IN Light Reactive Welding Helmet

Technicka data / Technical data

CESKY ENGLISCH Jsgir;.sl APC-IN 35 APC-IN 45 APC 30-75
Metoda Method Plasma cutting Plasma cutting Plasma cutting
Sit'ové napéti Mains voltage V/Hz 1x230/50-60 3 x 400/50-60 3 x 400/50
Jisténi Mains protection A 20T 10T 25T
Max. sitovy proud I, Max. input power I, A 24,0 11,5 23,0
Max. efektivni proud I, . Max. effective current I A 18,6 8,9 12,6
Utinik cosg Power factor cosp 0,9 0,9 0,8
Rozsah fezaciho proudu Cutting current range AN 20/88 - 35/94 20/88 - 45/98 30/92 - 65/106
Napéti naprazdno U, Open-circuit voltage U, \ 240 240 270
Rezaci proud (DZ=100%) L /U, Cutting current (DC=100%) I, /U, AN 27/91 35/94 30/92
Rezaci proud (DZ=60%) L/U, Cutting current (DC=60%) I, /U, ANV 35/94 45/98 45/98
Rezaci proud (DZ=x%) L/U, Cutting current (DC=x%) I, /U, ANV 60%=35/94 60% = 45/98 30%=65/106
Max. produktivni fez uhlikaté oceli Max. productive cut. thickness - carbon steel mm 10 12 16
Max. Fez uhlikaté oceli Max. Cutting thickness - carbon steel mm 12 15 20

Uhlikata ocel Carbon steel mm 8 10 12
Kvalitni Fez Nér?z Quali_ty cutting Sbain!e'-ss steel mm 6 8 10

Hlinik thickenss Aluminium mm 5 6 8

Méd Copper mm 5 6 8
Pracovni tlak Working pressure bar 4,5 4,5
Max. vstupni tlak vzduchu Max. Input pressure bar 7 7 12
Spoteba vzduchu Air consumption I/min 110 110 155
Zapalovani oblouku Arc ignition contact contact HF
Regulace proudu Curent regulation continuous continuous steps
Trida izolace Insulation class H H F
Kryti Protection P23S P23S P21
Normy Standards EN 60974-1 EN 60974-1 EN 60 974-1
Rozméry (§ x d x V) Dimensions (w x | x h) mm 170 x 500 x 270 170 x 500 x 270 400 x 650 x 750
Hmotnost Weight kg 9 10 67
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